
1.3MP Digital Camera with Video 

Owner's Manual 



About this manual 



This manual is designed to assist you in using the StyleCam Groove digital camera. Information in this 
document has been carefully checked for accuracy; however, no guarantee is given to the correctness of the 
contents. The information in this document is subject to change without notice. 

Copyright 

© Copyright 2003 Foxlink Peripherals, Inc 

All rights are reserved. No part of this manual may be reproduced by any mechanical, electronic or other 
means, in any form, without prior written permission of the manufacturer. 

Federal Communications Commission (FCC) Compliance 

This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to 
Part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful 
interference in a residential installation. This equipment generates, uses, and can radiate radio frequency 
energy and, if not installed and used in accordance with the instructions, may cause harmful interference to 
radio communications. However, there is no guarantee that interference will not occur in a particular 
installation. If this equipment does cause harmful interference to radio or television reception, which can be 
determined by turning the equipment off and on, the user is encouraged to try to correct the interference by 
one or more of the following measures: 

• Reorient or relocate the receiving antenna. 

• Increase the separation between the equipment and the receiver. 

• Connect the equipment to an outlet on a circuit different from that to which the receiver is connected. 

• Consult the dealer or an experienced radio/TV technician for help. 

You are cautioned that changes or modifications not expressly approved in this manual could void your 
warranty. 

Canadian Department of Communications 

This class B digital apparatus meets all requirements of the Canadian Interference-causing Equipment 
Regulations. 

Cet appareil numerique de la classe B respecte toutes les exigences du Reglement sur le materiel brouilieur 
du Canada. 

Trademark Recognition 

© 2003 Foxlink Peripherals, Inc. StyleCam is a trademark of Foxlink Peripherals, Inc. SiPix is registered by 
SiPix Group Ltd. and used under license. MS-DOS and Windows are registered trademarks of the Microsoft 
Corporation registered in the USA and other countries. Windows is an abbreviated term referring to the 
Microsoft Windows Operation System. Other company or product names are trademarks or registered 
trademarks of their respective companies. 



Table of Contents 

GETTING STARTED 1 

Unpacking Your StyleCam Groove l 

Identifying Components 2 

Front View 2 

Back View 2 

Bottom View 2 

Inserting the Batteries 3 

USING THE STYLECAM GROOVE 4 

How to Turn the Camera ON and OFF 4 

Camera Icon and Description 4 

How to Take Still Pictures 5 

How to Use the Flash 5 

HOW TO USE THE SELF-TIMER 5 

How to Record Digital Video 6 

How to Record Voice Annotation 6 

How to Delete Image, Video & Audio Files 6 

INSTALLING SOFTWARE 7 

Software Overview & Features 7 

SiPix Picture Manager (TWAIN) 7 

SiPix CamWizard 7 

SiPix CamExplorer 7 

ArcSoft Photolmpression 7 

ArcSoft Videolmpression 7 

Adobe Acrobat Reader 7 

How to Install the Software & Driver 8 

Installing the StyleCam Groove TWAIN 8 

CONNECTING TO YOUR COMPUTER 11 

How to Connect the StyleCam Groove to Your PC 1 1 

DOWNLOADING FILES TO YOUR PC 12 

Transfer Images, Videos & Audios using the SiPix CamWizard 12 

The SiPix CamWizard Menu Options 12 

Copy Pictures and Videos to My Computer 12 



View Image Slideshow 13 

Play Videos in Windows Media Player 13 

View Images, Videos, & Audios in the Camera 13 

Transfer Images with ArcSoft PhotoImpression 13 

Save Images using ArcSoft PhotoImpression 13 

USING THE STYLECAM GROOVE AS A PC CAMERA 14 

HOW TO USE STYLECAM GROOVE AS A PC CAMERA WITH ARCSOFT VlDEOlMPRESSION 14 

Saving Video Clips with Windows Media Player 14 

VIDEO CONFERENCING USING MICROSOFT NETMEETING 15 

HOW TO USE THE VIDEO CONFERENCING FEATURE OF THE STYLECAM GROOVE & MICROSOFT 
NETMEETING 15 

CAMERA MAINTENANCE 16 

Places to Avoid 16 

Operating Environment 16 

Storing Your Digital Camera 16 

Cleaning Your Digital Camera 16 

SPECIFICATIONS 17 

TROUBLESHOOTING 18 

ONE YEAR LIMITED WARRANTY - USA & CANADA 19 

WARRANTY SERVICES - USA & CANADA 20 

TECHNICAL SUPPORT - USA & CANADA 21 

TECHNICAL SUPPORT & WARRANTY - EUROPE 22 

TECHNICAL SUPPORT & WARRANTY - ASIA PACIFIC 23 



GETTING STARTED 



Unpacking Your StyleCam Groove 



Open the StyleCam Groove package and remove all contents. If anything is missing or damaged, please 
contact your reseller immediately. Your package should contain the following items: 

• StyleCam Groove digital camera 

• Camera wrist strap 

• Tilt/swivel base 

• USB cable 

• 2 AA alkaline batteries 

• Quick Start Guide 

• Software CD containing: 

- SiPix Picture Manager (TWAIN) 

- SiPix CamWizard 

- SiPix CamExplorer 

- ArcSoft Photolmpression 

- ArcSoft Videolmpression 

- Owner's Manual (PDF) 

- Adobe Acrobat Reader 



Note: Do not discard the packaging box. You may need it to return the StyleCam Groove digital camera. 
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Identifying Components 

Please refer to the following diagram to identify the StyleCam Groove components: 



Front View 



Flash 



Lens 



Viewfinder 




Back View 



Status LCD 



Power/Mode 
button 




Shutter 
button 



Low-light 
Green LED 



Flash button 



Battery 
compartment 



Bottom View 




RESET switch 
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Inserting the Batteries 

Please follow the instructions below to insert batteries into your StyleCam Groove digital camera: 

1 . Open the battery door on the bottom of the camera by sliding it in the direction of the arrow. 

2. Insert two (2) new AA batteries into the battery slots. Please note the polarities located on the 
inside cover of the battery door to ensure that the batteries are inserted correctly. 

3. Close the battery compartment door by sliding it back. 



IMPORTANT WARNINGS: 

• Do not use rechargeable battery in the StyleCam Groove. Using rechargeable batteries will 
damage your camera. 

• Do not open the battery door when the camera's power is ON. 

• Download the pictures prior to storing your camera. Battery power is required to maintain 
images in memory. Loss of image data will occur when the batteries lose power. We 
recommend that you download the images within 24 hours to avoid losing the pictures. The time 
may vary depending on how many picture, video and audio files are saved on the camera, as 
well as the quality of the batteries used. 

• The StyleCam Groove allows up to 30 seconds for changing batteries without losing images 
saved in the camera. 

• Do not use new and used batteries together. 

• Do not remove the batteries from camera while connecting with the PC. 

• Camera RESET - If your camera is "locked" (cannot power ON for any reason), you may use the 
RESET switch to "unlock" the camera. The RESET switch is located on the bottom of your 
camera. Referring to the diagram in this manual, place a paperclip to the right of the reset switch 
and pull inward towards the battery compartment to slide the switch to the left once (a faint beep 
will sound a second later to signify that the reset is completed). The camera should now perform 
normally. Please note that resetting the camera will delete all files stored on the camera. 




Press here then push the battery door 
toward the direction of arrow 
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USING THE STYLECAM GROOVE 



How to Turn the Camera ON and OFF 

• To turn the StyleCam Groove's power ON, press and hold the Power/Mode button for three (3) 
seconds. The camera will beep and the status LCD will display camera information. 

• To turn the StyleCam Groove's power OFF, press and hold the Power/Mode button for three (3) 
seconds until the camera beeps and the status LCD turns off. 

Note: The StyleCam Groove will automatically power off after 1 minute of inactivity. 
Camera Icon and Description 

The following chart shows the icons that will display in the status LCD and the icons' meanings. 
Press the Power/Mode button to scroll through the following modes: 



Icon 


Description 


8:88 


Number of pictures remaining, the number of audio files recorded, and the video 
time remaining 


★★★ 


Resolution setting the quality of your image 


0 


Self-timer is enabled - 10 seconds (only available for two-star quality setting) 


a 


MoWeMode for taking digital video with audio is enabled (Up to 55 seconds) 




Audio mode for recording voice annotation is enabled (Up to 53 minutes) 


R LL 


Erase ALL image/videos/audio files that are stored on the camera 


i 

L St 


Erase the LAST picture, video or audio stored on the camera 




Battery level indicator: 

*^=i Battery is full 

<— =i Low battery; flash is disabled 

* — i Battery is empty 


or 
i »_ 


USB connection - camera is connected to the computer via USB cable 



Press the Flash button to scroll through the following modes: 



AUTO 


Flash is automatic and will fire when light is insufficient 

Note: The ^ icon will blink to detect light in the shooting environment, please 
wait until the icon stops blinking and then take a picture 


® 


Flash is OFF 
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Hr 


Outdoors mode for taking pictures outside 


• 


Indoors mode for taking pictures indoors 



How to Take Still Pictures 

1- Press the Power/Mode button to turn the camera's power ON. 




2- Press the Power/Mode button again to select the desired resolution setting. 

3- Frame your subject by looking through the viewfinder. 

4- Hold still and press the shutter button firmly to take the picture. You will hear a beep to confirm the 
picture is taken. The LCD display will show the number of pictures remaining. 

Note: When the green LED is on, there is insufficient light for the camera to take a picture without using the 
flash. If the StyleCam Groove is in auto flash mode, the flash will fire automatically when the shutter button is 
pressed. 

Note2: While taking a picture in superfine mode, the image quality will remain at 1.3MP resolution. Images 
will be automatically enhanced to 2MP resolution through software once you've downloaded the images 
from the StyleCam Groove to your computer. 



How to Use the Flash 

Press the Flash button to select auto flash or flash off. 



2- Press the Flash button again to select either indoor or outdoor setting. 

3- Follow the procedure described above to take a picture. 

Note: The flash will yield best results at a distance of 3 to 9 feet (1-3 meters) between the camera and the 
subject. The subject may be over exposed if you stand closer than 3 feet ( 1 meter) to your subject. 



How to Use the Self-timer 



Use the self-timer function to get yourself in the picture. The resolution for self-timer mode is fixed at two 
stars only. Please follow the instructions below to take a picture with the self-timer. 

Press the Power/Mode button to scroll to self-timer icon <c) at two-star resolution setting 

2- Place your camera on a flat surface or on a tripod, and frame your subject through the viewfinder. 

3- Press the Shutter button once to enable the self-timer. The camera will begin beeping, and the red 
LED on the front of camera will start blinking. You have 10 seconds to position yourself before the 
camera takes a picture. 
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How to Record Digital Video (With Audio) 

1' Press the Power/Mode button to turn the camera's power to ON. 
Press the Power/Mode button to scroll to the Mow'eMode icon. r_] 

3- Press the Flash button to select the Indoor/Outdoor setting. 

4- Frame your subject through the viewfinder and press the Shutter button once to start recording. The 
video icon Swill blink continuously as the camera records a video. 

5- To stop recording video, press the Shutter button again. The LCD display will show the length of 
time remaining for recording another video. 

How to Record Voice Annotation 

1- Press the Power/Mode button to turn the camera's power ON. 

2 t 

Press the Power/Mode button to scroll to the audio icon. V 

3- Press the Shutter button to begin recording. Speak clearly into the microphone located on the front 
of the camera. The LCD display will show the length of time recorded in seconds during the first ten 
minutes. After ten minutes, the LCD will show the recorded length in minutes only. 

4- To stop recording, press the Shutter button again. The LCD will show the total number of audio files 
saved on the camera. 

5- To view the total time remaining for audio recording, simply press the Flash button and the status 
LCD will show the minutes remaining. 



How to Delete Image, Video & Audio Files 

This function allows you to erase the image, video or audio saved on the internal memory of your StyleCam 
Groove. 



To ERASE ALL of the files (still image, video and audio) saved on your camera, press the 
Power/Mode button to scroll to Erase ALL icon. Press Shutter button once, the icon will 
blink. Press the Shutter button again and camera will beep twice to confirm that ALL files 
are erased from the camera. 



To ERASE the LAST image/video/audio saved on your camera, press the Power/Mode 
button to scroll to Erase LSE icon. Press Shutter button once and the icon will blink. Press 
the Shutter button again and camera will beep once to confirm that the last file (image, 
video or audio) is erased from the camera. 

Note: ERASE ALL will format the internal memory. Please make sure you have 
downloaded all your images, videos, and audio files prior to erasing. 
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INSTALLING SOFTWARE 



Software Overview & Features 

The StyleCam Groove includes the following software and applications to enhance your digital imaging 
experience. The SiPix Picture Manager (TWAIN), CamWizard and CamExplorer are utilities that will help 
you download the image, video and audio files from your StyleCam Groove to your computer. The ArcSoft 
Photolmpression and Videolmpression are photo and video editing applications. 

SiPix Picture Manager (TWAIN) 

The SiPix Picture Manager works with TWAIN-compliant third party software. The SiPix Picture Manager 
allows you to quickly view the images on the StyleCam Groove, edit the images (e.g., crop, rotate, flip), and 
save them to your computer. 

SiPix CamWizard 

The SiPix CamWizard enables quick and easy image/video viewing and download. You can view a 
slideshow of your pictures you took, watch the digital video clips via Windows Media player, save your 
photos and video to the computer, and open any image or video file immediately for viewing. 

SiPix CamExplorer 

The SiPix Camera Explorer enables the camera to function as a storage device. You can download the 
images and video directly from the camera without using a third-party application. 

ArcSoft Photolmpression 

• An award-winning photo software that provides easy-to-use and powerful tools for photo editing and 
image enhancing. 

• Create calendars & greeting cards with the included templates 

• Create exciting panoramas in three simple steps 

ArcSoft Videolmpression 

• An award-winning program that provides easy-to-use tools for video editing and organization. 

• Edit and combine video files, create new movies from other video, animation, and image files. Add 
cool transitions to your video clips. 

• Dual soundtrack support enables you to provide narration and background music. 
Adobe Acrobat Reader 

Acrobat Reader is used to access the StyleCam Groove Owner's Manual (in PDF format) on the software 
CD-ROM. You can also use this application to view any PDF files. 
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How to Install the Software & Driver 

Follow these instructions to install the camera driver and application software on your PC system. 



Note: (For Windows 98SE users ONLY!) 

If you have an older version of Direct X installed on your computer. The driver will detect it 
and notify you with a message. Please select "Yes " and continue with the installation. This 
will not affect the operation of you computer. 



Installing the StyleCam Groove TWAIN 



1 . Insert the StyleCam Groove software 
CD into your CD-ROM drive. The CD 
will automatically start the installation, 
and the StyleCam Groove installation 
menu will appear. 

Note: If the CD does not auto run, click 
Start -> Run, type in "D:\setup.exe" in the 

Run dialog text box (where D:\ is your CD- 
ROM drive), and click "OK". 

2. Check the box next to "Automatic 
Installation" and click "Continue". 

Note: If your computer already has the 
applications installed, the application will 
be grayed-out. 

We strongly recommend you select 
Automatic Installation. 



I 



StyleCam Groove Camera Setup 



H 



Style(am GROOVE 




Automatic Installation (Recommended) 



[SiPixj 



ArcSoft Photolmpression 3.0 
ArcSoft Videolmpression 1.6 
StyleCam Groove TWAIN 
SiPix CamWizard 
SiPix CamExplorer 
Adobe Acrobat Reader 5.05 
Custom Installation 



Exit 




Continue 
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Automatic Installation 



1. ArcSoft Photolmpression and Videolmpression license agreements will appear, click "Yes" to 
accept the license agreements to continue installation. The installation of these programs will take 
up to 5 minutes to complete. 



End User License Agreement 



neni? Ic instil APiSoftpr 



□ . 



A progress bar will appear. After the ArcSoft programs install, the license agreement for the 
StyleCam Groove driver will appear, click "Yes" to accept the terms of the agreement. 



Installs hield Wizard 



'■■irk StyleCam Groove Setup is preparing the Installs hield© 
Wizard, which will guide ;iou through the rest of the se'up 
process. Please wait 



HIT 



License Agieemenl 

F i 1 1 j t I i 



Press the PAGE DOWN key to iss the rest oi the agreement. 



I all -J 

b V □ 



|c] 2000-2002 NuCam I i. ".II i i I n I , .arid 

SiRiw product names refened io herein are the iiademarks oi SiPiv Group Ltd.. licensed ' 
NjCarn Corporation All oth i t i 

Information contained" helerri is ^Jjiecttoo'tiange without notice. 

Software License Arjreement. NUCAM CORPORATION [NUC^M| IS WILLING TO 
LICENSE THE SOFTWARE TO YCU ONLY ON THE CONDITION I'M AT YOU ACCEPT 

LL OF THE 1 III r >- 

agreement betrt riser oi an entit>| and NUCAM By rising 

the Soliv.'.aie. you agree to be bound by the terms i litions oi I Agreement. II you ~ 



3. Please wait for all applications to install on your computer. 



4. When the installation is completed, the computer prompts you to reboot your system. Select 
"Restart my computer now" and click "Finish". 




Installs hield Wizaid Complete 



Remove any disks from their drives, and then click Finish to 
complete setup. 



| Finish | 



5. After your computer has rebooted, Adobe Acrobat Reader will install. 



Note: It is important that you save all documents and close all programs before rebooting 
your computer. 
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Custom Installation 



For custom Installation, you can choose to install the desired programs. Please follow the instructions 
below to complete the installation of your software. 

1 . Select "Custom Installation" from the Installer Menu, and click "Continue". The following screen 
will appear on your computer display. 



"StyleCam Groove Camera Setup 



Style fam GROOVE 



Custom Installation 

3 ArcSoft Photolmpression 3.0 

^ ArcSoft Videolmpression 1.6 

StyleCam Groove TWAIN 

(SiPix CamWizard and SiPix CamExplorer) 

Of Adobe Acrobat Reader 5.05 



\S\P\x\ 



Back 



Install 



2. Check the application/driver software that you want to install on your computer, and click "Install" 

3. Follow the on-screen instructions to complete the installation of each software that you choose. 
The installation will occur in the order shown on the menu above. 

4. When you finish installing ALL software, select "Yes, I want to restart my computer now" and 
click "Finish". 



Note: It is important that you save all open documents and close all running programs before starting your 
computer. 



Special Note for Windows 98 Users ONLY 

You may be prompted to restart your computer after each application is installed. When prompted by the 
computer to reboot, please select "No, I will restart my computer later" and click "Finish". Continue to 
finish installing all software that you choose, and then reboot your PC. 
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CONNECTING TO YOUR COMPUTER 



How to Connect the StyleCam Groove to Your PC 



Note: Before you connect the StyleCam Groove to your PC, you must install the SiPix 
software drivers. 



1- Press and hold the Power/Mode button to turn the camera's power to OFF. 

2- Open the USB connector cover. 

3- With the supplied USB cable, plug-in the smaller USB connector to the USB port on the camera. 

4- Plug-in the larger USB connector to the USB port on the back of your PC or notebook computer. 



6. 



Note: Your computer will prompt you to install hardware drivers the first time you 
connect the StyleCam Groove to your PC after installing the software. 



5- Your PC will detect a new hardware: StyleCam Groove digital camera. Upon connection, the 
camera will automatically power on. 



The camera will display in the LCD to indicate it is connected to your computer. 

Follow the on-screen instructions to complete the installation of hardware drivers (video and still). 

Note: You will see a warning message from Microsoft as noted below. Please disregard this 
message and click "Continue Anyway". Disregarding this message will not affect your computer. 



Hardware Installation 



The software you are installing for this hardware: 
SiPin StyleCam Groove [video] 



has riot passed Windows Logo testing to verify its compatibility 
with Windows XP. f T ell me why this testing is important. I 

Continuing your installation of this software may impair 
or destabilize the correct operation of your system 
either immediately or in the future. Microsoft strongly 
recommends that you stop this installation now and 
contact the hardware vendor for software that has 
passed Windows Logo testing. 



Continue Anyway I STOP Installation 



7- When prompted to restart your computer, select "Yes I want to restart my computer now" and 
click "Finish" to reboot your PC. 
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DOWNLOADING FILES TO YOUR PC 



Transfer Images, Videos & Audios using the SiPix CamWizard 

You can download and save your pictures and videos to your computer with the included software. There 
are three resolution settings for the still images: 1600x1200 resolution automatically enhanced from 
1280x1024 pixels, 1280x1024 resolution, and 640x480 resolution. When downloading the photos, the 
software will detect which mode (superfine, fine, economy, respectively) that you took the picture with, and 
enhance or preserve the image quality accordingly. Use the SiPix CamWizard to transfer and save your 
pictures, video and audio, view a slideshow of pictures, play your digital video or audio, or open folders to 
view files. When you connect the StyleCam Groove to your computer with the supplied cable, the following 
screen will appear. 
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9 SiPix StyleCam Groove CamWizard 




What do you want Windows to do? 




^^^3 Copy pictures to a folder on my computer 




j^J View a slideshow of the images 
^__J Open folder to view files 
'^^^ Take no action 








OK 


Cancel 




Images: 4 


No Video 


No Audio 



Note: If the CamWizard screen does not appear, look at the bottom of your computer screen 
and locate the SiPix Cam Wizard icon on the right-hand side of the task bar. Double-click 

the camera icon to open the SiPix Cam Wizard. 



The SiPix CamWizard Menu Options 

The SiPix CamWizard offers standard Windows Menu options. When you right-click on the camera icon 
located on the bottom right of your computer's task bar, the following menu will appear: 

• Open SiPix CamWizard 

• Enable SiPix CamWizard 

• Disable SiPix CamWizard 

• About the SiPix CamWizard 

• Exit SiPix CamWizard 

Copy Pictures and Videos to My Computer 

To transfer and save the image, video, and audio files to your computer, select the first option from the 
CamWizard - "Copy pictures to a folder on my computer" and click "OK". 

Your pictures will appear in thumbnail format and the videos will display as video icons. To save these files 
to your PC, click "OK". (Click "Browse" to designate the location that you wish to save the files.) 
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View Image Slideshow 



You can also view your pictures in a slideshow. Choose "View slideshow of the images" from the 
CamWizard, and click "OK". A slideshow will begin to play. To exit the slideshow, move your mouse to the 
upper right corner of your computer screen, and a menu bar will appear, click on the X to exit the slideshow 
and return to the CamWizard screen. 

Play Videos in Windows Media Player 

To play your digital video clips, select the video icon "Play video" from the CamWizard, and click "OK". Your 
video will begin to play in Windows Media Player. For Windows 98 users, to play multiple video clips you will 
need to upgrade your Windows Media Player to 7.x or above. To get the latest version of Windows Media 
Player, you may download free of charge from Microsoft's website (www.msn.com). 

View Images, Videos, & Audios in the Camera 

The "Open folder to view files" option lets you view your files that are saved on the StyleCam Groove. The 
files will appear either in a list of file names or in picture thumbnail and video icons, depending on the 
Operating System that you use. For Windows 98/98se, the pictures will appear in list view. For Windows 
Me/2000/XP, the pictures will appear in picture thumbnail. 

Transfer Images with ArcSoft Photolmpression 

Follow the instructions below to transfer the pictures using ArcSoft Photolmpression. 

1 . Connect the StyleCam Groove to your computer (refer to Making Connections on page 11). 

2. Launch ArcSoft Photolmpression application: Start — > Programs — > ArcSoft — > ArcSoft 
Photolmpression — > Photolmpression 3.0. 

3. Select "Get Photos" from the top of the left panel. 

4. Click the "Camera/Scanner" button located near the bottom of the screen. 

5. From the "Select Source" drop-down list select "StyleCam Groove". 

6. Click "Acquire" (scanner/camera icon); the SiPix Picture Manager will acquire the images saved on 
your camera. 

7. The SiPix Picture Manager allows you to view each individual image saved on your camera. You 
can use the arrow keys to scroll to the previous or the next picture. Click on the "Transfer" button to 
download the images to your computer. 

Save Images using ArcSoft Photolmpression 

Once you have downloaded (transferred) all the images you want onto your computer. Follow the 
instructions below to save your pictures on the computer. 

1 . Click "Save" on the left panel of the screen, and then click "Save As" at the bottom of the screen. 

2. When the Save window opens, select a directory where you want to save your pictures, type a 
name for the image file, and click "Save". 

Transfer and Save Video Using the SiPix CamExplorer 

You can also use the SiPix CamExplorer to save the images and videos to your computer. Follow the 
instructions below: 

1 . Go to "My Computer"; double-click on the "My Camera" icon GH Your images and videos appear 
in this folder. The still images will display in thumbnail format, and the video clips will display in 
video icons. 

2. You can copy & paste, or drag the files that you want to save to a folder on your hard drive. 



13 



USING THE STYLECAM GROOVE AS A PC CAMERA 



How to Use StyleCam Groove as a PC Camera with ArcSoft Videolmpression 

You can use the StyleCam Groove with the ArcSoft Videolmpression software to capture and record live 
video. Please follow the instructions below to capture video: 

1 . Connect the StyleCam Groove to your computer with the supplied USB cable. The camera will 
power on automatically. 

2. Launch ArcSoft Videolmpression. Go to Start — » Programs — » ArcSoft — » ArcSoft Videolmpression 
— > Videolmpression 1.6. 

3. Click "New" and then click "Capture". 

4. The capture screen appears and starts capturing live video. Click the record button to begin 
recording your video. Click the stop button to stop recording. 



Note: For more information on ArcSoft Photolmpression and Videolmpression, please visit 
the ArcSoft Web site at www.arcsoft.com 



Saving Video Clips with Windows Media Player 

If your computer comes with Windows Media Player (Windows 2000, Me, and XP), you can view your video 
through Media Player and save the video clips. Follow the instructions below to save your video: 

1 . Go to File — > Save As (from top left of the menu bar). The Save As screen appears. 

2. Select a location to save your video, name your file and click "OK". 

3. Your video will be saved on your computer. 



Note: If you need to install the latest version of Windows Media Player, you can download 
Media Player free of charge from Microsoft Web site at 




For questions regarding Windows Media Player, please contact Microsoft technical support directly. 
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VIDEO CONFERENCING USING MICROSOFT NETMEETING 



How to Use the Video Conferencing feature of the StyleCam Groove & Microsoft NetMeeting 

The StyleCam Groove can be used with Microsoft NetMeeting for video conferencing. Follow these 
instructions: 

1 . Connect the StyleCam Groove to your computer with the supplied USB cable. The camera will 
power on automatically. 

2. Launch NetMeeting. Go to Start — » Programs — » Accessories — » Communications — > NetMeeting. 

3. After NetMeeting starts, click the Tools menu, select Video and click "Send". A video window will 
open (My Video). You can start and stop sending videos using the controls on this window. 



Note: For more information on using NetMeeting and to download the latest version, go to 
the Microsoft Web site at http://www. microsoft, com/windows/netmeeting/ 



You can also use the StyleCam Groove with other popular Instant Messaging applications such as Yahoo! 
Messenger and MSN Messenger. To obtain information or help regarding these chat programs, please 
contact the respective service providers directly. 
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CAMERA MAINTENANCE 



Places to Avoid 

Do not store or use the camera in the following types of locations: 

• Very humid, dirty or dusty places 

• In direct sunlight or in places subject to extreme temperature, such as in a closed car during 
summer. 

• Extremely cold places 

• Places subject to strong vibrations 

• Places affected by smoke or steam 

• Places subject to strong magnetic fields (such as places near motors, transformers or magnets) 

• For long periods in contact with chemicals such as pesticides or next to rubber or vinyl products 



• Do not use the camera outdoors if it is raining or snowing 
Operating Environment 

Please note the following for using and storing your digital camera. 



Operating Temperature 


0°C-40°C 


Operating Humidity 


30% - 90% FH 


Storage Temperature 


-20°C - 60°C 


Storage Humidity 


10% -85% RH 



Storing Your Digital Camera 

If you do not intend to use the camera for a period of time, remove the batteries before storing the camera. 
Cleaning Your Digital Camera 

Use a small soft brush and gently remove dust from the lens and LCD surface. Wipe the surface lightly with 
a soft, lint-free and dry cloth. If any soiling remains, apply a small amount of lens cleaning liquid to a piece 
lens cleaning paper and wipe gently. Do not drip cleaning liquid directly on lens. Do not touch the lens with 
your fingers. Do not scratch any part of the camera with hard objects. Clean the body of the camera with a 
soft dry cloth. Do not use volatile substances such as thinners, benzene or insecticide, as these may react 
with camera body and cause deformation or remove the coating. 
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SPECIFICATIONS 



Image quality 
Image sensor 
Internal memory 
Image quality 
Image resolution 
Image capacity ** 
Video resolution 
Video frame rate 
Video capacity ** 
Audio capacity ** 
File format 
PC camera 
Exposure control 
White balance control 
Lens focal length 
Lens 

Focus range 
Lens aperture 
Flash 
Display 

Computer interface 
Power source 
Auto power saving 
OS support 

Camera dimension (L x H x W) 
Camera weight 



2 Mega-Pixel enhanced resolution (through software) 
1.3 mega pixel CMOS sensor 
16MB SDRAM 

*** Superfine * **Fine * Economy 

1600x1280 1280x1024 640x480 

9 images 38 images 155 images 

320 x 240 
Up to 15 fps 

Up to 55 seconds with audio 

Up to 53 minutes (built-in microphone) 

JPEG (still), AVI (video), WAV (audio) 

Yes 

Indoor/Outdoor 
Auto 

8.5mm (equivalent to 43mm on a 35mm camera) 
Fixed focus 

43.3" - infinity (1.1m- infinity) 

F3.5 

Auto/Off 

Monochrome status LCD 
USB v1.1 

2 AA alkaline batteries 

Auto power off after 1 minute of inactivity 

Windows 98/98se/Me/2000/XP 

3.6" x 2.4" x 1" (92x61 x27mm) 

2 oz. (63.5g) without battery 



* Interpolation through the included software 
** Image, video and audio capacity varies 
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TROUBLESHOOTING 



If you encounter any hardware or software problem with your StyleCam Groove, please refer to the 
troubleshooting list below to find a possible solution. Or visit our website support at 
www.sipixdigital.com/support. 



Symptom 


Possible cause 


Solution 


The camera has no power. 


The batteries are drained 


Replace the batteries with new batteries. 


The batteries are inserted 
incorrectly. 


Check the battery orientation. Polarities 
should match what's written inside the 
battery door. 


The camera won't take a 
picture. 


Is the camera's power on? 


The camera powers off automatically after 
30 seconds. Make sure the camera's 
power is ON before taking a picture. 


Is the camera connected to a 
computer? 


The camera's buttons are not functional 
when connected to a PC. Disconnect the 
camera to take more pictures. 


The light condition is 
insufficient 


Turn the flash mode to auto flash 




The camera is processing 


Please wait for the camera green LED 
turn to steady 


1 cannot upload images to the PC. 


Connection may have failed 


Check to ensure that all connections are 
secured. 


My computer cannot detect the 
StyleCam Groove 


USB connection may have failed 


Use the USB Doctor program provided by the 
StyleCam Groove. Insert the CD into your CD- 
ROM drive, go to My Computers -> D:\ 
(Where "D:\" is your CD-ROM drive). Open 
"Utilities" folder and double click on USB 
Doctor program. Follow the on-screen 
instruction to use the program. 


1 get a blurred image when 
uploading my images to my 
computer. 


There may be a momentary delay 
between pressing the shutter 
button and the actual exposure. 


Hold your StyleCam Groove steady until you 
hear a "beep" which indicates the exposure is 
completed. 


Found error in software 
installation. 


If your computer already has 
some of the programs installed, 
the automatic installation may 
have caused some error. 


Please install the software again selecting 
"Custom" Installation, and only install 
programs that are new to your computer. 
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ONE YEAR LIMITED WARRANTY - USA & CANADA 



SiPix, a Foxlink Peripherals, Inc. brand, warrants this hardware product against defects in material and 
workmanship for a period of one year from the original date of purchase as identified on the proof of 
purchase (your receipt). It is the end-user's responsibility to make certain this product is in working condition 
with the intended computer system within the one-year warranty period. 

These are the sole remedies and SiPix sole liabilities for performance or failure of performance from the 
product. SiPix reserves the right to change its warranty policy at any time for all products distributed after the 
date of such change in warranty. Except as set forth above, all other warranties whether express or implied, 
including but not limited to, the implied warranties of merchantability and fitness for a particular purpose are 
hereby excluded. 

SiPix shall not be liable for incidental, special or consequential damages arising out of or related to the use 
or performance of the product, including, without limitation, loss of data or use of data processing facilities or 
equipment, regardless of whether SiPix may have been advised about the possibility of such damages 
arising out of use of the product shall be limited to the amounts paid by purchaser for such product. 

This warranty is only valid within the boundaries and territories of the USA and Canada. SiPix is not 
responsible for costs incurred due to shipping, insurance, customs, or duties. SiPix is not responsible for 
non-traceable packages or packages shipped without a valid RMA number on the outside of the package. 

This warranty does not apply if the product has been damaged by an accident, electrical fault, through 
misuse or abuse. If the product has been altered without written authorization from SiPix, the warranty will 
be void. 

This warranty applies only to hardware products manufactured by or for SiPix. Warranted products must 
bear the "SiPix" brand name, trade name, or logo. The aforementioned warranty and remedies are exclusive, 
and in lieu of all others, whether oral, written, expressed or implied. SiPix specifically disclaims any and all 
implied warranties of merchantability and fitness for a particular purpose. 

SiPix is not responsible for incidental or consequential damages resulting from any breach of warranty. SiPix 
is not responsible under any other legal theory, including, but not limited to lost profits, and any cost of 
recovering reprogramming or reproducing any program or data stored in or used with SiPix products. 
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WARRANTY SERVICES - USA & CANADA 



If your SiPix product needs to be returned for repair, you must contact SiPix technical support prior to 
shipment for an RMA number before sending in the product. The RMA number is a Return Merchandise 
Authorization number. SiPix will refuse all shipments without a proper RMA number. The RMA 
number MUST be printed on the outside of the original shipping carton in large print written in black ink next 
to the shipping label. Failure to properly pack shipment could cause serious damage to the product and void 
the warranty. 



Should any defect(s) be discovered, the product may be returned to SiPix with a valid RMA number. If you 
are returning product for repair, please be sure to do the following: 



1. Call SiPix Customer Support Mon-Fri from 8AM to 6PM PST at 510.651.9199 and obtain an RMA 
(Return Merchandise Authorization) number. 

2. Print your RMA number on the OUTSIDE of the original shipping carton in large print written in black 
ink next to the shipping label. 

3. Include a copy of the bill of sale with the returned product. 

4. Unless otherwise instructed, do not return any manuals or software when returning items for repair. 

5. Ship to SiPix via a traceable shipping method and retain the tracking number. 



Note: This product is intended for use only within the boundaries and territories of the United States and 
Canada. If you purchased this product in Mexico or South America and need assistance or repair, you must 
contact your originating reseller for service and support. SiPix, Fremont CA, will not accept any shipments 
from outside the boundaries and territories of the USA and Canada. SiPix often bundles many different third 
party software options with its products. If any of these options were ordered with your SiPix product and 
they appear to be missing or incorrect, contact your reseller immediately. 
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TECHNICAL SUPPORT - USA & CANADA 



SiPix provides technical support at no cost during the one-year warranty period. Users with questions or 
concerns of a technical nature should first refer to the product manual, as usage and troubleshooting 
information is provided in detail. For additional information or assistance, users should visit the SiPix website, 
as tutorials, updated drivers, frequently asked questions and news updates are available. 
www.sipixdigital.com/support 



Should you require further assistance, you may contact SiPix technical support representatives by calling 
510.651.9199. SiPix Technical Support is available from 8 AM to 6 PM PST, Monday through Friday, 
excluding holidays. 
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TECHNICAL SUPPORT & WARRANTY - EUROPE 



Technical Support 

SiPix provides technical support at no cost during the two-year European warranty period. Users with 
questions or concerns of a technical nature should first refer to the product manual, as usage and 
troubleshooting information is provided in detail. For additional information or assistance, users should visit 
the SiPix Web-site, as tutorials, updated drivers, frequently asked questions and news updates are available. 
www.sipixdigital.com/support . 



SiPix Technical Support is available from 9 AM to 6 PM CET, Monday through Friday, excluding public 
holidays. Should you require further assistance, you may contact SiPix technical support representatives by 
calling: For free Technical Support call in Europe*: 00800-800 SiPix (00800-80074749) or by E-Mail : 
sipix@appello.de . 



Technische Unterstiitzung 

SiPix bietet kostenlose technische Unterstutzung innerhalb der zweijahrigen Europaischen Garantiefrist. 
Wenn Sie technische Fragen haben, sollten Sie zuerst das Benutzerhandbuch lesen, da sich detaillierte 
Informationen zur Verwendung und Fehlerbehebung in dem Benutzerhandbuch befinden. Fur zusatzliche 
Informationen oder Unterstutzung besuchen Sie bitte die SiPix Web-Site, wo Lehrgange, aktuelle Treiber, 
haufig gestellte Fragen und Update-Programme angeboten werden. www.sipixdigital.com/support 
Sie konnen ebenfalls Kontakt mit dem Team unserer technischen Unterstutzung aufnehmen, urn weitere 
Hilfe zu erhalten: 

Gebuhrenfreie technischen Hotline in Europa* : 00800-800 SiPix (00800-80074749) oder per E-Mail : 
sipix@appello.de. 

Unsere technische Unterstutzung steht Ihnen von Montag bis Freitag von 9 Uhr bis 18 Uhr 
Mitteleuropaischer Zeit ausschliedlich Feiertagen zur Verfugung. 

Support Technique 

SiPix fournit le support technique sans frais pendant la periode de garantie d' deux ans. Les utilisateurs qui 
se posent des questions de nature technique doivent se referer tout d'abord au Manuel Utilisateur, car les 
informations relatives a I'utilisation et au depannage sont presentees en detail. Pour les informations 
supplementaires ou I'aide, les utilisateurs peuvent visiter le site web de SiPix www.sipixdigital.com/support , 
car il met a leur disposition des tutoriaux, des pilotes mis a jour, des questions frequemment posees et des 
mis a jour d'informations. 

Si vous avez besoin de plus d'aide, vous pouvez contacter les representants du support technique SiPix en 
appelant: 

Pour assistance Technique rappeler le numero gratuit en Europe* :00800-800 SiPix 
(00800-80074749) ou par E-Mail : sipix@appello.de 

Le Support Technique de SiPix est disponible de 9h a 18h, du lundi au vendredi, sauf les jours feries. 
TEL: 00800-800 SiPix 



'Finland, Norway, Sweden, Denmark, Austria, Belgium, The Netherlands, Luxembourg, France, Switzerland, Italy, UK, Ireland , 
Germany. 



Foxlink Europe B.V. Spuikade 3, 3087 Bg Rotterdam The Netherlands 
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TECHNICAL SUPPORT & WARRANTY - ASIA PACIFIC 



Technical Support 

Upon receipt of this SiPix product you are immediately eligible for Technical Support during the warranty 
period of ONE YEAR from the purchase date. Users with questions or concerns of a technical nature should 
first refer to the product manual, as usage and troubleshooting information is provided in detail. For 
additional information or assistance, users should visit the SiPix website, as tutorials, updated drivers, 
frequently asked questions and news updates are available, www.sipixdiqital.com/support . For technical 
support please call 886-2-8226-9298. 
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